




5G NR AU (AT1K01) Product Overview

28GHz

Integrated AU

Operating frequency 26.5 ~ 29. 5GHz

IBW/OBW 850MHz/800MHz

EIRP 60dBm

Antenna Gain 24dBi

Tx/Rx 4T4R

Antenna Elements 1,024

Beam Scan Range 120H / 40V

Size/Weight 9.57 x 16.81 x 6.89 in (<18.16L) / <15.8Kg (33.07lbs)*

Input Power -48VDC / 100 ~ 240VAC

Power Consumption AC Version: 416W, DC Version: 402W  (Load 100%, Temp. 55℃, TDD Ratio 4:1)

Midhaul
(gNB-CU Interface)

10G Optic x 2 ports

Installation Outdoor Pole/Wall Mount

Clock Synchronization GPS and IEEE 1588v2

Operating Temperature -40 deg C to +55 deg C with solar load 

Cooling Natural Convection
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* Without Cover & GPS Port



5G NR AU (AT1K01) Product Specifications
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Item AT1K01 

Technology 5G NR 

Operating Frequency 27.5 to 28.35 GHz 

RF Chain 1024 TR/unit 

Antenna Array

Configuration 1024 AE (4T4R) 

Element 256 AE (16H16V)/path, 1024 AE/unit 

Gain 28 dBi/path 

IBW/OBW 850/800 MHz 

Channel Bandwidth/Capacity 100 MHz 

Max 8CC (50/200/400 MHz will be supported in ES2, SVR19A: 1

00 MHz) 

RF Output Power EIRP 54dBM/path , 60dBm/unit 

Input Voltage -48 V DC (-36 to -58 V DC) or 100 to 240 V AC 

Input Current 
8.4 A @ -48 V DC 

4.3 A @ 100 to 240 V AC 

LED 
Total: 1 EA 

Powered, Operational, Fail (3 Status w/different colors) 

Operational Temperature -40~55°C (with solar load) 

Humidity TBD 

IP rating IP65 

EMC FCC Title 47 CFR Part 15 Subpart B 

Safety UL 60950 or 62368 

Installation Pole/Wall/Tower mounting 

Dimension (W × D × H) 

· 9.57 in. (243 mm) × 6.89 in. (175 mm) × 16.81 in. (427 mm) •(@without cov

er) 

· 9.57 in. (243 mm) × 6.89 in. (175 mm) × 19.4 in. (493 mm) (@with cover & 

GPS Port) 

Volume < 18.16 L 

Weight < 33.07 lb. (15.8 kg) 



Appearance

[Unit : in. (㎜)]
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Verizon MLA 4


